


SUNLIGHT SAUNAS"

SWEAT FOR LIFE

DOCTORS RECOMMEND

Far infrared waves, reflected from the Sunlight Sauna to the body, provide concentrated radiant energy, similar
to that from the sun. When any tissue in the body is exposed to far infrared waves, whether radiated by sunlight,
reflected by specially coated fabrics or panels, there is a rapid increase in warmth which can be shown by
thermography. This heat plus the activation of several other response mechanisms stimulates the healing

processes.

For example, far infrared waves from Sunlight Saunas:
1. Increase blood flow by promoting dilation (expansion) of the micro-circulatory system of capillaries.
2. Reduce muscle spasms as muscle fibers are heated.
3. Remove toxins from the site receiving far infrared waves.
4. Assist in the reduction of swelling and inflammation
by improving lymph flow.
5. Reduce soreness through direct action on both
free nerve endings in tissues and on peripheral

nerves.

At the cellular level, researchers have discovered the far infrared wavelengths between 7 and 14 microns (the
same as all Sunlight Saunas):

1. Stimulate enzyme activity.

2. Promote the adhesion and osmosis of water molecules across the cellular membrane.

sources: 1. Far Infrared, Technologies that Harness the Sun, Valerie Free, 2001

EXCLUSIVE SOLOCARBON TECHNOLOGY FOUND ONLY IN THE
SIGNATURE AND SOLO SYSTEM

Sunlight Saunas is the only company in the world to offer Solocarbon heating technology found exclusively
in our Armana models and Solo System. Solocarbon is the most proven effective infrared heater around and

is recommended by more doctors than any other heater. Conventional and other far infrared sauna heaters
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operate at a surface temperature between 200°F and 1000°F. Sunlight Solocarbon® heaters operate at a low
100° - 200°F. More of the vital far infrared light energy is emitted at a lower surface temperature. This leads to
pain relief, better circulation, and more effective detoxification.

*The Select™ Line saunas do not include Solocarbon heating technology

WEIN’'S LAW OF DISPLACEMENT

Solocarbon heaters do not use wires to conduct far infrared heat. We apply the perfect thickness of ultra-
conductive carbon to a fiberglass panel activated by positive and negative copper strips on either side. Then the
panel of fiberglass and carbon are sealed by lamination. This means Solocarbon heaters have NO UNHEALTHY
GASES released during heating!

Solocarbon® Heaters have been tested for safety. View the Test Results.

INCREASES CORE BODY TEMPERATURE

Increasing the core body temperature is critical in achieving superior detoxification results. Solocarbon®

heaters were tested and shown to consistently increase core temperature by a 3 degrees Fahrenheit rise in core

temperature and increase heart rate over a 60 minute session (30 minute heat up and 30 minute cool down
cycle).



